
ACR Brändli + Vögeli AG ∙ Bohrturmweg 1 ∙ CH-5330 Bad Zurzach ∙ Schweiz

PRODUKTINFORMATION

F-ICU100

ADVANTAGES

• High sensitivity
• Shallow mounting depth (159/64" - 49mm)
• Great improvement from original  

car speakers
• Dynamics and neutrality

Woofer: 4" (100mm)
Voice coil diameter: 1" (25mm)
Max. power: 80W
Nom. power: 40W RMS

Sensitivity (2.83V/1m): 90.3dB
Frequency response: 100Hz-21kHz
Al/Mg inverted dome tweeter
Accessories: delivered without grilles

Integrated crossover: 6dB/oct

TECHNICAL CHARACTERISTICS

Butyl suspension
Excellent reliability

Polyglass cone
Natural sound  
without coloration

Integrated crossover 
Easy connection

Aluminum/Magnesium 
inverted dome tweeter
Clear and detailed sound

Divisible ears 
Installation in various 
locations

Acoustic horn
Improves the position  
of the soundstage

UNIVERSAL 
ICU100
Product Data Sheet

2-way coaxial kit

Integration
INSTANT GRATIFICATION
Focal® is a trademark of Focal-JMlab® -Tél. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product.
Photos L’Atelier Sylvain Madelon-SCAA-170911/4

Acoustic horn Level adjustment



ACR Brändli + Vögeli AG ∙ Bohrturmweg 1 ∙ CH-5330 Bad Zurzach ∙ Schweiz

PRODUKTINFORMATION

ADVANTAGES

• High sensitivity
• Shallow mounting depth (159/64" - 48.9mm)
• Great improvement from original  

car speakers
• Dynamics and neutrality

Woofer: 51/8" (130mm)
Voice coil diameter: 1" (25mm)
Max. power: 120W
Nom. power: 60W RMS

Sensitivity (2.83V/1m): 91.8dB
Frequency response: 90Hz-21kHz
Al/Mg inverted dome tweeter
Accessories: delivered without grilles

Integrated crossover: 6dB/oct

Butyl suspension 
Excellent reliability

Polyglass cone
Natural sound  
without coloration

Integrated crossover
Easy connection

Aluminum/Magnesium 
inverted dome tweeter
Clear and detailed sound

Divisible ears 
Installation in various 
locations

Acoustic horn
Improves the position 
of the soundstage

UNIVERSAL 
ICU130
Product Data Sheet

Acoustic horn Level adjustment

TECHNICAL CHARACTERISTICS

2-way coaxial kit

Integration
INSTANT GRATIFICATION
Focal® is a trademark of Focal-JMlab® -Tél. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product.
Photos L’Atelier Sylvain Madelon-SCAA-170911/4

F-ICU130
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PRODUKTINFORMATION

F-A165AC

ADVANTAGES

• High sensitivity
• Shallow mounting depth (129/32" - 48.4 mm)
• Great improvement from original  

car speakers
• Dynamics and neutrality

Woofer: 61/2" (165mm)
Voice coil diameter: 1" (25mm)
Max. power: 140W
Nom. power: 70W RMS

Sensitivity (2.83V/1m): 93dB
Frequency response: 60Hz-21kHz
Al/Mg inverted dome tweeter
Accessories: delivered without grilles

Integrated crossover: 6dB/oct

 Butyl suspension
Excellent reliability

Aluminum/Magnesium 
inverted dome tweete
Clear and detailed sound

UNIVERSAL 
ICU165
Product Data Sheet

TECHNICAL CHARACTERISTICS

2-way coaxial kit

Integration
INSTANT GRATIFICATION
Focal® is a trademark of Focal-JMlab® -Tél. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product.
Photos L’Atelier Sylvain Madelon-SCAA-170911/4

Acoustic horn Level adjustment

Integrated crossover 
Easy connection

Acoustic horn
Improves the position  
of the soundstage

Polyglass cone
Natural sound  
without coloration
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PRODUKTINFORMATION

F-ICU570

ADVANTAGES

• High sensitivity
• Shallow mounting depth (221/64"- 59.3mm)
• Great improvement from original  

car speakers
• Dynamics and neutrality

Woofer: 5"x7" (130x180mm)
Voice coil diameter: 1" (25mm)
Max. power: 140W
Nom. power: 70W RMS

Sensitivity (2.83V/1m): 94dB
Frequency response: 60Hz-21kHz
Al/Mg inverted dome tweeter
Accessories: delivered without grilles

Integrated crossover: 6dB/oct

UNIVERSAL 
ICU570
Product Data Sheet

TECHNICAL CHARACTERISTICS

2-way coaxial kit

Integration
INSTANT GRATIFICATION
Focal® is a trademark of Focal-JMlab® -Tél. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product.
Photos L’Atelier Sylvain Madelon-SCAA-170911/4

Polyglass cone
Natural sound  
without coloration

Aluminum/Magnesium 
inverted dome tweeter
Clear and detailed sound

Divisible ears 
Installation in various 
locations

Acoustic horn
Improves the position 
of the soundstage

Integrated crossover 
Easy connection

Acoustic horn Level adjustment

Butyl suspension
Excellent reliability
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PRODUKTINFORMATION

F-ICU690

ADVANTAGES

• High sensitivity
• Shallow mounting depth (39/32"- 83.5mm)
• Great improvement from original  

car speakers
• Dynamics and neutrality

Woofer: 6"x9" (164x235mm)
Voice coil diameter: 1" (25mm)
Max. power: 160W
Nom. power: 80W RMS

Sensitivity (2.83V/1m): 93.6dB
Frequency response: 55Hz-21kHz
Al/Mg inverted dome tweeter
Accessories: delivered with grilles

Integrated crossover: 6dB/oct

UNIVERSAL 
ICU690
Product Data Sheet

TECHNICAL CHARACTERISTICS

2-way coaxial kit

Integration
INSTANT GRATIFICATION
Focal® is a trademark of Focal-JMlab® -Tél. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product.
Photos L’Atelier Sylvain Madelon-SCAA-170911/4

Acoustic horn Level adjustment

Polyglass cone
Natural sound  
without coloration

Aluminum/Magnesium 
inverted dome tweeter
Clear and detailed sound

Acoustic horn
Improves the position  
of the soundstage

Butyl suspension
Excellent reliability

Integrated crossover 
Easy connection


